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1 Part Names and Positions 
Please check the names and the positions of each part with the following image. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Reset Button

DC Power
RJ-45

Safety Wire

Ambient Light Sensor

microSD/SDHC Card Slot

1). Safety Wire ς The dome cover is attached to the    

camera body with this safety wire to prevent the 

dome cover from being dropped. 

2). Ambient Light Sensor ς Used to detect the level or 

the intensity of light for the IR operation. The sensor 

should not be blocked by any object. 

3). microSD/SDHC Card Slot ς Up to 64 GB supported. 

Class 4 and higher recommended for HD recordings. 

Safety Wire microSD/SDHC Card 
Slot 

Reset Button 

Ambient Light Sensor 

RJ-45 
DC Power 

4). Reset Button ς It restarts the device or resets it 

to the factory default settings. Refer to Section 

6: Reboot and Section 7: Factory Default for 

more details. 

5). RJ-45 ς For the connection of an RJ-45 LAN 

cable for 10/100 Base-T Ethernet (PoE 

supported). 

6). DC Power Jack ς For the connection of the 

provided DC12V adaptor for power supply 

unless it is PoE powered. 

 
 

* Model design and appearance are subject to change without any prior notice. 
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2 Installation 
There is only one mounting type of the device explained in this ƳŀƴǳŀƭΦ wŜŦŜǊ ǘƻ ǘƘŜ ŘŜǾƛŎŜΩǎ ƛƴǎǘŀƭƭŀǘƛƻƴ ƎǳƛŘŜ 

for more various mounting types. 

  
Steps: 

1). Place the installation template included in 

the package on the desired installation 

surface. 

2). Drill the two holes for the plastic anchors 

and a big hole for the cable lines based on 

the template paper, and insert the plastic 

anchors into the drilled holes.  

3). Attach the provided bottom pad to the 

bottom of the camera body for the 

prevention of water permeation. 

4). Detach the dome cover from the camera 

body by loosening the three screws with the 

provided Torx wrench (T20). 

5). Make the screws(M4x35) ready for the 

installation: Insert the provided waterproof 

bracket and the O-ring into the screw in a 

row by placing the head of the bracket 

beneath the screw head by reference to the 

squared image on the left. 

6). Take the camera to the ceiling, and connect 

the necessary cables including a LAN cable 

and a power cable (or PoE cable) dropped 

from the ceiling to the corresponding 

connectors on the camera. 

7). Align the screw holes on both sides of the 

camera body and the installation surface, insert the screws prepared at the step 5 into the screw 

holes on the camera body, and tighten them into the plastic anchors on the ceiling with a screw 

driver. 

8). Adjust the angle of the camera. Refer to Section 3: Adjusting Angle of the Camera for more details. 

9). Reattach the dome cover to the camera body by aligning the screws on the dome cover with the 

alignment holes on the camera body. Refer to the caution below for the alignment method. 

10). Once properly aligned, tighten the screws into the camera body with the provided Torx wrench (T20) 

for the firm attachment of the dome cover. Then, remove the protection film from the dome cover. 

 

 

 

 

 

 

Bottom Pad 

O-Ring 

Screw 
(M4x35) 

Waterproof 
Bracket 

Torx Bolt 
(M4 x 20) 
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2.1 Reattachment of Dome Cover - Alignment 

The screw hole where the cable line passes has a block 

next to it due to the cables underneath. 

Thus, the part shaped differently from the other 

two screw hole parts shall be aligned with  

the corresponding part of the dome cover, which is also  

shaped differently from the other two parts. 

Refer to the image on the right for the clarification. 

 

CAUTION: 
Do not forcefully pull or shake the dome cover as it is linked to the camera body with a safety wire. 
 

CAUTION: 

To prevent products from damage, place the camera on stable and non-vibrating surfaces. If the stability is in 

doubt, consult the safety personnel for reinforcements, and then proceed with the installation. 

 

3 Adjusting Angle of the Camera 
Adjust the angle of the camera by manually moving the corresponding parts by reference to the directions below.  

 
CAUTION: 

Refrain from continuous rotation of the gimbal or the inner liner to a single direction as they are attached to the 

IR-LED cable inside. 

CAUTION: 

Be careful not to make the ambient light sensor hidden by the dome cover when adjusting the camera angle. The 

ambient light sensor shall be uncovered for its normal operation. 

CAUTION: 

Tighten the tilt stopper screw after the angle adjustment is completed. 

 

A. To pan, rotate the gimbal 
bracket horizontally. 

 

C. For the horizontal rotation of the 
lens, rotate the inner liner clockwise 
or counter-clockwise. 
with the inner liner. 

Gimbal Bracket 

Camera Gimbal Gimbal Bracket 

Tilt Stopper Screw 

Inner Liner 

B. To tilt, tilt the camera gimbal by 
vertically adjusting it. 
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4 Accessing Camera Settings and Video 
¢ƻ ōŜƎƛƴ ǾƛŜǿƛƴƎ ǾƛŘŜƻ ƻǊ ŎƻƴŦƛƎǳǊƛƴƎ ŀ ŎŀƳŜǊŀΩǎ ƴŜǘǿƻǊƪ ǎŜǘǘƛƴƎǎ ŦǊƻƳ ǘƘŜ ŎŀƳŜǊŀΩǎ ǿŜō ƛƴǘŜǊŦŀŎŜΣ ǘƘŜ ǳǎŜǊ 

Ƴǳǎǘ ŦƛǊǎǘ ƛŘŜƴǘƛŦȅ ǘƘŜ ŘŜǾƛŎŜΩǎ Lt ŀŘŘǊŜǎǎΦ The default IP address of the camera is 192.168.XXX.XXX. The 

default subnet mask is 255.255.0.0 

On simǇƭŜΣ ǇǊƛǾŀǘŜ ƴŜǘǿƻǊƪǎΣ ŀ ǳǎŜǊ Ŏŀƴ Ƴŀƴǳŀƭƭȅ ƛŘŜƴǘƛŦȅ ǘƘŜ Lt ŀŘŘǊŜǎǎ ƻŦ ǘƘŜ ŎŀƳŜǊŀ ōȅ ŎƻƴǾŜǊǘƛƴƎ ǘƘŜ ŎŀƳŜǊŀΩǎ 

MAC address hex values, however, the alternative method, which is recommended by 3xLOGIC, is to use the 

3xLOGIC (VSX-IP) Camera Setup Utility. The uǘƛƭƛǘȅ ƳŀƪŜǎ ŘŜǘŜŎǘƛƻƴ ŀƴŘ ŎƻƴŦƛƎǳǊŀǘƛƻƴ ƻŦ ±L{L· ŎŀƳŜǊŀΩǎ ƛƴ ŀƴȅ 

network environment simple and easy, regardless of network complexity. 

Both methods require that the camera and the PC being used to communicate with it reside on the same network. 

4.1 Manually Locate Camera IP Address (MAC Address HEX Conversion) 

¦ǎŜǊǎ Ŏŀƴ ŀŎŎŜǎǎ ǘƘŜ ŎŀƳŜǊŀΩǎ ǿŜō ƛƴǘŜǊŦŀŎŜ ŀƴŘ ǎŜǘǘƛƴƎǎ ǳǎƛƴƎ ŀ ŘŜǾƛŎŜΩǎ ŘŜŦŀǳƭǘ Lt ŀŘŘǊŜǎǎΥ Lƴ ŎŀǎŜ ƻŦ ƎŜƴŜǊƛŎ 

private network environment where IP address 192.168.XXX.XXX are used, the following procedure can be used 

ǘƻ ƛŘŜƴǘƛŦȅ ŀ ŘŜǾƛŎŜΩǎ Lt ŀŘŘǊŜǎǎΦ  

 Steps: 

1). /ƻƴǾŜǊǘ ǘƘŜ ŘŜǾƛŎŜΩǎ a!/ ŀŘŘǊŜǎǎ to the IP address. Refer to Section 10: Steps: 

2). To interface a V-Series Camera with VIGIL Client: 

1. Launch VIGIL Client (Local Mode only; VCM mode will only display Servers from a networked VCM Server) 
and select Servers from the Servers top menu. This will launch the Servers window. VISIX V-Series 
devices are considered edge recording devices and thus are recognized as their own VIGIL Server within 
the VIGIL suite. 

2. Click Add. This will deploy the Add/Edit VIGIL Server window. 

3. Enable the Use VIGIL Connect option. If connecting using traditional network connection criteria is 
desired, enter the cameras IP Address/DNS Name and confirm TCP/IP port status.  

4. Enter in the VIGIL Connect alias of the desired V-Series Camera (VIGILTest1 used in the below example). 
Skip this step if using traditional network connection criteria (IP/Port). 

5. Click Test VIGIL Connect to confirm the camera can be communicated with through the Connect system 
using the provided alias. Skip this step if using traditional network connection criteria (IP/Port). 
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Figure 4-4: Adding V-Series Camera to VIGIL Client 
 

6. If the test is successful, then VIGIL Client can successfully communicate with the Server. Click OK at the 
bottom of the Add Server window after configuring all required fields to save the new Server to VIGIL 
Client. For more information on configuring VIGIL Servers, please see Section 5.1 of the VIGIL Client 
Users Guide. 

NOTE: The camera will be visible in the Client treeview and will be represented by a   icon. The 
camera video stream can be added to the VIGIL Client viewer in the same manner as VIGIL Server 
ŎŀƳŜǊŀǎΤ {ƛƳǇƭȅ ŜȄǘŜƴŘ ǘƘŜ ŎŀƳŜǊŀΩǎ ŘǊƻǇ-down menu and double click the icon to add it to the 
viewer. Alternatively, a user can drag-and-drop the camera stream icon into the desired frame of 
the VIGIL Client viewer. 
 

For more information on configuring VIGIL Servers/V-Series All-in-One camera in VIGIL Client, please see 
Section 5.1 of the VIGIL Client Users Guide 
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5.1 Adding a V-Series Camera to 3xLOGIC View Lite II Mobile (Android and iOS) 

Steps: 

1. To interface a V-{ŜǊƛŜǎ ŎŀƳŜǊŀ ǿƛǘƘ оȄ[hDL/Ωǎ ±ƛŜǿ [ƛǘŜ LL ƳƻōƛƭŜ ŀǇǇΣ ƭŀǳƴŎƘ ǘƘŜ ±ƛŜǿ [ƛǘŜ LL ŀǇǇ ƻƴ 

your mobile device (Android OS is pictured in the below screenshot, however, the process is identical 

in the iOS version). 

2. Open the Options side menu and select Server Configuration. The Video Source list will display.  

  

Figure 4-5: Opening Video Source Menu 

3. Select VIGIL Server. VISIX V-Series devices are considered edge recording devices, and thus are 

recognized as their own VIGIL Server within View Lite II. The VIGIL Server window will now deploy. A 

menu of all VIGIL Servers already interfaced with View Lite II will be visible.  

 

 

: Figure 4-6: Adding a Video Source - Add Video Source 

4. To add a new instance of a video source, tap the  icon. 

5. Enable VIGIL Connect. Alternatively, if you wish to use traditional network connection criteria, leave 

VIGIL Connect disabled and enter in an IP/DNS Name and Port info (if using standard network 

connection criteria, also ignore step 6 of these instructions) for the device. 

6. Enter in the VIGIL Connect alias for the desired VISIX V-Series camera (VSeriescam1 used in the above 

example).  

  
Figure 4-7: View Lite II - Add/Edit Server Form - Android 

 

7. Fill in the remaining required fields and tap Save to save the V-Series camera to View Lite II. A user 

may now add the camera stream to the View Lite viewer using the same process as adding VIGIL 

Server, VCM or 3xCLOUD networked cameras. 
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3). Hexadecimal-Decimal Conversion Table at the end of the manual (the MAC address of the device is 

written on the label affixed to the side or bottom of the device). 

 

  
 

4). Start the Microsoft® Internet Explorer/Edge web browser and enter the address of the device.  

5). Web streaming and device configurations are supported through ActiveX program. When the ActiveX 

installation window appears, authorize and install the ActiveX. 

 

4.2 Automatically Detect Camera IP Address with 3xLOGIC Camera Setup Utility 

Using the 3xLOGIC Camera (VSX-IP) Setup Utility is recommended for any network environment as it will find all 

VISIX cameras across multiple subnet masks, utilizing mDNS search discovery. Camera information such as IP 

Address, Subnet Mask and Gateway Settings will be displayed and can be edited from this utility.  

Steps: 

1). To search for a device, launch the utility (VISIXIPUtility.exe), click on Detect Online Devices/ Change 

IP Address to proceed to the Online Devices window.  

  

               MAC address = 00-13-23-01-14-B1 Ҧ Lt ŀŘŘǊŜǎǎ Ґ мфнΦмсуΦ20.177 

Convert the last two sets of hexadecimal numbers to decimal numbers. 

http://www.3xlogic.com/visix-ip-setup-utility
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Figure 4-1: Identifying Device and Editing IP Settings  

 

After clicking Detect Online Devices/ Change IP Address on the main page you will be taken to the Online 

Devices window. A list of all VISIX devices discovered on your network will be visible.  

2). To select a device, click on the desired device in the generated menu under the Select Online Devices 

area.  

3). To change an IP Address for a selected VISIX camera in the Detect Online Devices window, select the 

desired camera, click on the Change IP Address button. The fields under the Configure IP Address 

area will un-grey to allow for manual editing of camera IP addresses as well as other settings.  

 

 
Figure 4-2: Identifying Device and Editing IP Settings  

 

4). When you have finished editing the settings, click Save IP Address to save new changes.  

5). Start the Microsoft® Edge/Internet Explorer web browser and enter the address of the device.  

6). Web streaming and device configurations are supported through ActiveX program. When the ActiveX 

installation window appears, authorize and install the ActiveX. 
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5 View Video on Camera Web Interface  
hƴŎŜ ǘƘŜ ŘŜǾƛŎŜΩǎ ǇǊƻǇŜǊ Lt ŀddress has been identified, type the IP into a web browser URL (Microsoft Internet 

9ȄǇƭƻǊŜǊκ9ŘƎŜ ǊŜǉǳƛǊŜŘ ŦƻǊ !ŎǘƛǾŜ· ŎƻƴǘǊƻƭύ ǘƻ ǾƛŜǿ ǘƘŜ ŎŀƳŜǊŀΩǎ ǿŜō ƛƴǘŜǊŦŀŎŜ ŀƴŘ ǾƛŘŜƻ ǎǘǊŜŀƳ ƛƳŀƎŜǎΦ ¢ƘŜ 

default username and password is admin/12345. After initial access, an ActiveX control installation pop up may 

deploy. ActiveX is required for viewing video in the browser.   

5.2 Installation of ActiveX Control 

 
 

Steps: 

1). When the browser asks to install the 

AxUMF software, click Install to 

proceed. 

2). When the setup installation pop-up 

window appears, click Install to 

proceed with rest of installation. 

 

 

NOTE: 

Depending on system OS and Internet Explorer version, installation experience may differ from one another. 

Figures described above are from Windows 7, Internet Explorer 9 environment. 

¦Ǉƻƴ ŎƻƳǇƭŜǘƛƻƴΣ ǘƘŜ ŎŀƳŜǊŀΩǎ ǿŜō ƛƴǘŜǊŦŀŎŜ ǿƛƭƭ ōŜ Ŧǳƭƭȅ ŀŎŎŜǎǎƛōƭŜ ŦƻǊ ǾƛŘŜƻ ǾƛŜǿƛƴƎ ŀƴŘ ǎŜǘǘƛƴƎǎ 

configuration. 

  

6 Reboot 
Perform the following procedures to reset your device: 

Steps: 

1). Press the Reset button, and hold it for 2 seconds while the device is in use. 

2). Wait for the system to reboot. 

-Or- 

1). Open the 3xLOGIC Camera Setup Utility. 

2). Select your device.  

3). Open Advanced Settings. 

4). Click Reboot. 

 

CAUTION: 

Please do not hold the reset button for more than 2 seconds. Otherwise, the camera may be switched to its 

Factory Default settings. 
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7 Factory Default 
Resetting the device back to the factory default will reinitialize all parameters including the IP address back to 

the factory defaults. To reset back to the factory default: 

Steps: 

1). Press the reset button and hold it while the device is in use. 

2). Release the button after about 10seconds.  

3). Wait for the system to reboot. 

NOTE: 
The factory default connection settings are as follows: 

 

 

 

 

 

 

 

 

8 /ƻƴŦƛƎǳǊŜ ǘƘŜ /ŀƳŜǊŀΩǎ ±LDL[ /ƻƴƴŜŎǘ !ƭƛŀǎ 
VIGIL Connect allows VIGIL VMS users to remotely connect to a VIGIL Server/V-Series All-in-One camera using 

the system serial number or a user defined VIGIL Connect alias, without the need for extensive changes to an 

ŜȄƛǎǘƛƴƎ ƴŜǘǿƻǊƪΩǎ ǎŜǘǘƛƴƎǎΦ ¢Ƙƛǎ ŀƭƭƻǿǎ ŦƻǊ ǘƘŜ ŘŜǾƛŎŜ ǘƻ ōŜ ƴŜǘǿƻǊƪŜŘ ǿƛǘƘ ƻǘƘŜǊ ±LDL[ ǎǳƛǘŜ ǳǘƛƭƛǘƛŜǎ ǿƛǘƘ ƭƛǘǘƭŜ 

ŜŦŦƻǊǘ ŀƴŘ ƳƛƴƛƳŀƭ ƪƴƻǿƭŜŘƎŜ ƻŦ ǘƘŜ ŘŜǾƛŎŜΩǎ ƴŜǘǿƻǊƪ connection values.  

Steps: 

1). To configure a VIGIL Connect alias, nŀǾƛƎŀǘŜ ǘƻ ǘƘŜ ŎŀƳŜǊŀΩǎ Basic Tab>Camera Configuration 

Menu>Site Information Settings page. 

 

 
Figure 4-3: Configuring a VIGIL Connect Alias 

 

2). Fill in the VIGIL Connect Alias field with an alias of your choosing. 

3). Click Apply to save the new alias. 

Your VISIX V-Series All-in-One camera can now be networked with other 3xLOGIC utilities and VIGIL suite 

ŀǇǇƭƛŎŀǘƛƻƴǎ ό±LDL[ /ƭƛŜƴǘΣ ±LDL[ ±/aΣ ±ƛŜǿ [ƛǘŜ LLό!ƴŘǊƻƛŘ ŀƴŘ ƛh{ύΣ оȄ/[h¦5Σ ŜǘŎΧύ ǳǎƛƴƎ ƻƴƭȅ ǘƘŜ ŎŀƳŜǊŀΩǎ 

VIGIL Connect Alias. 

Factory Default Connection Settings 

IP Address 192.168.XX.YY 

Network Mask 255.255.0.0 

Gateway 192.168.0.1 

User ID admin 

Password 12345 
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9 Remote Monitoring and Viewing 
5.3 Adding a V-Series All-in-One Camera to VIGIL Client 

Steps: 
To interface a V-Series Camera with VIGIL Client: 

7. Launch VIGIL Client (Local Mode only; VCM mode will only display Servers from a networked VCM Server) 
and select Servers from the Servers top menu. This will launch the Servers window. VISIX V-Series 
devices are considered edge recording devices and thus are recognized as their own VIGIL Server within 
the VIGIL suite. 

8. Click Add. This will deploy the Add/Edit VIGIL Server window. 

9. Enable the Use VIGIL Connect option. If connecting using traditional network connection criteria is 
desired, enter the cameras IP Address/DNS Name and confirm TCP/IP port status.  

10. Enter in the VIGIL Connect alias of the desired V-Series Camera (VIGILTest1 used in the below example). 
Skip this step if using traditional network connection criteria (IP/Port). 

11. Click Test VIGIL Connect to confirm the camera can be communicated with through the Connect system 
using the provided alias. Skip this step if using traditional network connection criteria (IP/Port). 

 

 
Figure 4-4: Adding V-Series Camera to VIGIL Client 

 

12. If the test is successful, then VIGIL Client can successfully communicate with the Server. Click OK at the 
bottom of the Add Server window after configuring all required fields to save the new Server to VIGIL 
Client. For more information on configuring VIGIL Servers, please see Section 5.1 of the VIGIL Client 
Users Guide. 

NOTE: The camera will be visible in the Client treeview and will be represented by a   icon. The 
camera video stream can be added to the VIGIL Client viewer in the same manner as VIGIL Server 
ŎŀƳŜǊŀǎΤ {ƛƳǇƭȅ ŜȄǘŜƴŘ ǘƘŜ ŎŀƳŜǊŀΩǎ ŘǊƻǇ-down menu and double click the icon to add it to the 
viewer. Alternatively, a user can drag-and-drop the camera stream icon into the desired frame of 
the VIGIL Client viewer. 
 

For more information on configuring VIGIL Servers/V-Series All-in-One camera in VIGIL Client, please see 
Section 5.1 of the VIGIL Client Users Guide 

  


